
















It is not allowed to multiply this confirmation or parts of this confirmation without written permission of HESSEL 
Ingenieurtechnik.

Confirmation of continuous Quality Inspection 

Subject:    Inspection of pipes made from PE 100 RCplus within the scope of 

Product:    egeplast 9010®-RCplus pipe for drinking water, gas supply and waste 
     water for non-conventional pipe installation 

Manufacturer:    egeplast Werner Strumann GmbH & Co. KG 
     Robert-Bosch-Str. 7, DE-48268 Greven, Germany

Scope of inspection:   1. Prove of the transfer-function from testing to service conditions 

(Full Quality Testing Cycle)  2. Inspection of the materials properties of all raw material  
         batches designated as PE 100 RCplus using the FNCT  

     3. Inspection of the materials properties after processing 

     4. Prove of the expected minimum service life using pipes under 
        point load in type tests every year 

     5. Statistical validation of the minimum requirements of 
         PE 100 RCplus

HESSEL Ingenieurtechnik GmbH 

Am Vennstein 1a 
D-52159 Roetgen 

Tel.: +49 2471/ 920 220 
Fax: +49 2471/920 2219 
E-Mail:  info@hessel-ingtech.de
Net: www.hessel-ingtech.de 

Date: 11.05.2007

Authorized to sign:

Officially approved as a test, inspection and certification facility (NRW 37). 

DAP-PL-3760.00

According to DIN EN ISO/IEC 17025 accredited Test-Laboratory by 
DAP Deutsches Akkreditierungssystem Prüfwesen GmbH 

This is to certify that due to the above mentioned inspections the following minimum requirements 

are fulfilled: 

FNCT (PA FNCT 2.1-3 2004-03):         4 N/mm², 80 °C, 2% Arkopal N-100  testing time: >8760 h 

Point loading test (PA PLP 2.2-2 2004-05): 4 N/mm², 80 °C, 2% Arkopal N-100  testing time: >8760 h 

The egeplast 9010®-RCplus pipes made from PE 100 RCplus are qualified for sandless installation 

techniques.
























